
FOR SALE 

Rigaku RF-200SPS X-ray Set 

Tube voltage 80 Kv to 200 Kv 

Tube current 3mA 

Potential Half Wave 

Focal spot size 2.0mm x 2.0mm 

Dimensions 
(mm) 

Tube: 200 (W) x 520 (H) x 200 (D) 
Controller: 360 (W) x 185 (H) x 340 (D) 

Weight (Kg) 
Approx. 

Tube: 15.0 
Controller: 15.0 

Power 
requirements 

1Ø, 215V (± 25V), 50/60Hz 

A small, lightweight and sturdy portable x-
ray set, ideal for site radiography in hard-to
-reach areas. The compact size boasts 
greater moveability and the lower power 
can help with use in remote locations. 

New | In Stock 

Rigaku RF-300EGM2 X-ray Set 

Tube voltage 130Kv to 300Kv 

Tube current 4mA — 5mA 

Potential Half Wave 

Focal spot size 2.5mm x 2.5mm 

Dimensions 
(mm) 

Tube: 320 (W) x 687 (H) x 320 (D) 
Controller: 360 (W) x 208 (H) x 340 (D) 

Weight (Kg) 
Approx. 

Tube: 36.5 
Controller: 17.0 

Power 
requirements 

1Ø, 215V (± 25V), 50/60Hz 

A heavy-duty, robust portable set for when 
the job requires that bit more power. The 
excellent operational productivity and dura-
bility mixed with simplicity will meet your 
radiography needs. 

New | In Stock 
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